




WASHINGTON STATE 
DEPARTMENT OF TRANSPORTATION 

CHANGE ORDER DATE: 01/15/14 
Page 1 of 10 

CONTRACT NO: 
CONTRACT TITLE: 
CHANGE ORDER NO: 

008513 FEDERAL AID NO: B."R.-0167 (047) 
SR 167, PUYALLUP RIVER BRIIXIB - B."R.IIGE REPLACWJENT 

2 1RUSS REPAIR 

PRIME CONTRACTOR:  GlJY F. ATIGNSON OJNSTRUCTION I LLC. 
707 SOUIH GR�Y WAY SUITE 500 

RENTON WA 98057-3224 

--- ·-··----

(X) Ordered by Engineer under the terms of Section 1-04.4 of the Standard Specifications 

( ) Change proposed by Contractor 

ENDORSED BY: 

___ {j;[, - - - --CONTRACTOR 

·-·----····--- ---
SURETY CONSENT: 

ATTORNEY IN FACT 
l 

- 1 
-! DATE 

_

____ 

[ ___ . 
·

-

-
-

I 
___ J 

ORIGINAL CONTRACT AMOUNT: 

CURRENT CONTRACT AMOUNT: 

ESTIMATED NET CHANGE THIS ORDER: 

ESTIMATED CONTRACT TOTAL AFTER CHANGE: 

Approval Required: ( ) Region 

23,220,888.00 
23,293,888.00 

896,649.00 
24,190,537.00 

) Olympia Service Center ( ) Local Agency 

:-1- -----·-··-·--··---------··· 

) EXECUTED I OTHER APPROVAL WHEN REQUIRED 
l REGIONAL ADMIN: 

-····-·----- __}i-2- _ Q-ky 1b kJ.·---·----··-··-·--·-·-··-·-

: 2��G-��� 
i ---·-----�- -- ·- . SIGNATURE 

DATE \ 1 � 
__ f\l/-11 --------

CG02v041revise<l Feb 2005) 

REPRESENTING 

DATE I I 



WASHINGTON STATE 
DEPARTMENT OF TRANSPORTATION 

CHANGE ORDER 
DATE: 01/15/14 
Page 2 of 10 

rCONTRACT NO: 008513 CHANGE ORDER NO: 2 

All work, m:.terials, and rreasurerrents to :be in accordance with the provisions of 
the Standard Specifications and Special Provisions for the type of construction 
involved. 

This contract is revised as follows: 

Description: 
This change order adds the Work to repair the existing SR 167 steel t:r.uss 
bridge to replace structural section loss due to corrosion. 

Construction Requirerrents: 
The Design-Builder shall corrplete the repairs to the SR 167 Puyallup River 
steel t:russ bridge as identified :below. This includes the irrplerre.ntation of 
Work Zone Traffic Control, providing access to perform the Work and any 
containrrent necessary to corrplete the Work. Lane closures required to 
corrplete this Work will not :be counted against the nuniber of lane closures 
included in the original Contract. The repairs shall be corrpleted in 
accordance with the details shown on pages 5 through 10 of this change order. 

The repairs to :be corrpleted are as follows: 

l) Replace section loss to the l:x:ittan chords interior Bottan Chord Ar.gles for 
panels LO, Ll, L2, 1.12, Ll3 and L14 of both the east and west truss. 
2) Replace section loss to the interior and exterior Gusset Plates at L2 and 
L.12 of 1:oth Lbe east and \f..'€St truss . 
3) Replace missing l:olts and sheared rivets on flcx:ir Stringers as identified 
in pages 5 and 10 of this change order. 

Measurerrent: 
No specific unit of n-easure will apply to the new lurrp sum item, "CC# 002 -
Truss Repair" . 

Payrrent: 
"CC# 002 - TRUSS REPAIR", lurrp sun, shall be full payment for all labor, 
tCDls, equiprrent and rrateriaJ. COStS incurred by the Design-Builder in 
performing the Work associated with this change order. 

Release: 
The Design-Builder, Atkinson-Jacobs, agrees that the Work perforrred Lu1der 
this change order, and change order No. 1, restores the bridge to the 
capacity at the tirre of bid, and that the repairs address the recorrrrended 
repairs identified in the November 14, 2013 WSIXYr Bridge Inspection Rep:'.)rt, 
and that any future repairs associated with ATC #6 are the sole 
responsibility of the design-builder. By signing this change order, the 
Design-Builder, agrees and certifies that any and all issues, claims or 
disputes of whatsoever kind or nature, through execution of this change order 
for which wsror is res"POnsible under the Contract are satisfied in full and 
the State of Washington :i,s he:reby released and dischai-ged in full from said 
issues, claims or di.s'f)utes. 



WASHINGTON STATE 
DEPARTMENT OF TRANSPORTATION 
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ENTRACT NO: 0085�3 
���������������C_H_A_N_G_E_o_R_D_E_R_N_o_: �2��.--===i 

Contract Ti.rre.: 
No extension of contract tine will be granted as a result of this change 
order. 



CONTRACT NO: 008513 

ITEM GROUP STD ITEM 

WASHINGTON STATE 
DEPARTMENT OF TRANSPORTATION 

CHANGE ORDER 

CHANGE ORDER NO: 

DATE: 01/15/14 
Page 4 of 1<.? 

2 

UNIT EST QTY EST AMT 
NO NO ITEM DESCRIPTION 

I UNIT 

I 
MEASURE PRICE CHANGE CHANGE 

---

01 L.S. o.co 

-

0.01 896,649.00 

896,649.00 
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400 - 112th Ave. NE, Suite 120 

Bellevue, WA 98004 

Phone: 425.453.6488 

Fox: 425.453.5848 

TRUSS PLAN AND ELEVATION 

SR 167 PUYALLUP RIVER BRIDGE 

STEEL TRUSS REPAIR 

JOB NO. 
13034J 

SHEET NO. 

S1 
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JOB NO. 

13034J 
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GENERAL. NOTES STRUCTURAL NOJES 
1. ALL MATERIAL ANO WORKMANSHIP SHALL B£ IN A.CCOlt!W«:E WITH THE REQUIREMENTS 

Of THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION STANDARD 
SPECIFICA1IONS FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION - °"TED 2012 
AND AMENDMENTS. 

1. ALL STRUCTURAL STEEL SHAIJ. CONFORM 10 THE FOLLOWING: 
A. PLATES ANO GUSSET PLATES - MSHTO M270 OR ASTM AM. 
B. AHOLES - MSHTO M270 OR ASTM A36. 

2. ElCISTINO FrATURES ANO DIMENSIONS ARE BASED ON INSPECTION REPORTS AHO 
AS-BUILTS DRAWINGS. THE CONTRACTOR SHALl. FIEl.O VERIFY DIMENSIONS SHOWN 
IN THE PlANS AND AS-BUILT DRAWINGS FOR m-UP. 

C. H.S. BOLTS - MSHTO M184 1YP£ 1 PLAIN FINISH WITH TMR£AD EXCWOED 
FROM THE SHEAR PLANE OR APPRM0 EQUAL 

2. PRIOR TO STARTINC Nit RIVET REMOVAL, CONTRACTOR SHAU. SUBMIT REM<WAL 
METHODS FOR lff>RfNAL BY THE PROJECT ENGINEER. APPROVAL WILL REQUIRE 
DEMONSTRATION BY CONTRACTOR TO ENSuRE NO � WILL OCCUR TO 3. ALL MISSINO BOLT REPAIR ANO 901TOM CHORD INTERIOR ANGLE REPAIR SHALL BE 

PERFORMED WITH ONE TIWF1C LANE CLOSUR£. ALL GUSSET PLATE REPAIR WORK . 
SHALL B£ PERFORMED WITH FULL BRIDGE CLOSURE. 

ElCISTINC M£MBERS THAT REMAIN. If IT IS NECESSARY TO CUT OPENINGS IN TH£ FIRST 
STRINOER WEB PLATE FOR HOLE OR1WNO ACCESS. CONTRACTOR SHAU. SUBMIT 
OP£NING SIZE AND l.OCA110N, STRINGER SHORING PINIS, AND WEB PLATE REPAIR 
PLAN FOR APPROVAL BY THE PROJECT ENGINEER. 4. EXISTING MEMBERS OR PLATES TO B£ COVERED BY OR CONNECTED TO NEW STEEL 

MEMBERS OR PLATES SHALL B£ cu:ANEO AHO REMOYEO Of FOREIGN IMTERIAL, 
LOOSE PAINT ANO RUST TO SOUND STEEL PRIOR TO INSTALUNC NEW MEMBERS OR 
PLATES. 

3. HIGH STRENOTH BOLTS SHALL CONFORM TO SECTION 11-06.5{3) ANO SHALL BE 7 /a•• 
OR LARGER. NUTS AHO WASHERS SHALL CONFORM 10 SECTION 

5. USE Of' PlASMA TORCH IS PERMITTED FOR RIVET REMOVAL, PROVIDED 
11-06.5(3). ALL HOLES FOR 7/8.f BOLTS SHALL BE 1S/18"f. 

THE FOU..OWINGS ARE OBSER\IEO: 4. 00 NOT DAMAGE EXISTING STEEL DURING RIVET REMOVAL. ALL 
A. USE FOR LOCATIONS WHERE RIVET BUSTER CANNOT BE UTILIZED. MISSINO OR SECTION LDSS RIVETS SHALL BE REPLACED WITH HIGH STRENGTH 

BOLTS AS NOTED IN llfE PLANS. 
B. CARE SHOULD BE APPLIED TO LIMIT THE PlASMA FlAME TO ONLY THE RIVET. 
C. CONNECTING MEMBERS' TEMPERATURE SHALL NOT BE RAISED ABOVE 600 

DEGREES f'AHRENHEIT. 
D. PLASIM TORCH SHALL NOT BE USED TO ENLARGE RIVET HOLES. 

6. RE-USING BOLTS FOR PERMANENT CONOmON SHALL NOT BE PERMITTED. 
RE-USING BOLTS FOR TEMPORARY CONDITION (E.G. BETWEEN TRAFFIC CLOSURES) 
IS PERMITTED. 

7. If' CONTRACTOR FAILS TO COMPLETE INOMDUAL GUSSET PlATE INSTALl.ATIONS OR 
INOMDUAL ANOl..E REPAIRS AT PANEL POINTS LO ANO L14 PRIOR TO RE-OPENING THE 
BRIDGE TO TRAFFIC, CONTRACTOR SHALL INSTALL TEMPORARY BOLTS TO SNUG TIGHT 
CONDITION FOR ALL REMOVED RIVETS PRIOR TO RE-OPENING THE BR1DG£ 10 TRAl'FIC. 

5. ALL NEW STRUCTURAL STEEL SHALL BE �TED WITH SHOP PRIMER. ALL STEEL 
EXPOSED AFTER IHSTALl.A110N IS COMPLETED SHALL BE COATED WITH COLD 
GALVANIZING COMPOUND IAANUFACTUREO BY RUST-OLEUM OR APPROVED EQUAL. 

6. HOLES REMAINING IN STEEL WEMBER OR PLATES UPON REMOVAL Of EXISTING 
RIVETS SHAU. BE FILLED WITH FULLY TENSION MSHTO Ml 84 BOLTS IN 
ACCORDANCE WITH SECTION 6-D3.3(33) UNLESS OTHERWISE NOTED. 
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• .· . ·--· -·--· ·.- ---- � I � - -

�-----· --- , . .
. STRINGER t � f'LOOR BEAM 

JYP!CAL SECTION THRU ROADWAY 
SCALE: 1/4" • 1'-0" 

7. ALL NEW BOLT HOL£S IN EXISTIHO MDt8ERS OR PLATES SHALL B£ MATCH-ORILLEO 
IN THE FIELD. HOLES IN 1HE NEW stm Mfll8£R OR PlATE COAR£SPONOINO WITH 
EXISTING RIVETS SHAU. BE FIELD ORILl.ED TO tMTCH EXISTING LOCA110NS. FIELD 
DRILLED HOLES FOR 7 /8•• BOLTS IN NEW STEEL MEMSERS SHALL IMTCH 
EXISTING RIVET LOCATIONS. CONTRACTOR MAY INCREASE HOl.E SIZE FROM 1 ll/18"f 10 
1"f IF 15/18•• HOLE CANNOT BE ACHIEVED. 

8. CONTRACTOR SHALL ANTICl�TE MISAUONMENT OF' HOLES IN EXISTINO 
CONN£CTIONS WITH MULTIPLE PLIES OF STEEL. HOLES SHALL BE REAMED TO 
BOLT DIAMETER PLUS 1/16" (E.C. HOLES FOR 7/8"f RIVETS SHALL BE 15/18"• 
MAXIMUM) ANO CONTRACTOR SHALL UPSIZE BOLTS AS NEEDED. 1HE PROJECT ENClNttlt SHALL BE NOTIFIED OF Nit LOCATIONS WHERE THE HOLES EXCEED THE 
SPECtFlED HOLE SIZE LIMITS. 

II. BOLTS CONNECTING CHANNEL LEGS REQUIRE A BEVEl..£0 WASHER ABUTTlNG TME LEG 
OF lHE CHANNEL 

10. SEE SHEET S5 FOR GUSSET PLATE INSTALLATION SEQUENCE. 
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JOB NO. 
13034J 

SHEET NO. 
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Phone: 425.453.6488 

Fox: 425.453.5848 
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�--:----�1--

IN THE EX STRINOER WEB FOR BOLT DRIWNG 
ACCESS, 1YP 
SEE STRUCTURAL - -- - -- -NOTE 2 ON S2. 

. (,ti -- - ---£,., - -- - -- - -- - -- -

GUSSET PLATE INSTALLATION SEQUENCE• 

SECTION 

� PANEL POINT 
l2 OR L12 & 
FLOOR BEAM 

SCALE: 3/4" • 1'-0" 

CONTRACTOR SHALL WORK ON ONE GUSSa PLATE PER TRUSS AT A TIME. AT CONTRACTOR'S OPTION, CONTRACTOR MAY WORK ON ANOTHER 
GUSSET PLATE ON THE OPPOSITE TRUSS PROVIDED THAT IT LOCATES ON THE OPPOSITE END OF THE BRIDGE. FOR EXAMPLE, CONTRACTOR MAY 
WORK ON PANEL POINTS l2 (WEST) AND L12 (EAST) CONCURRENTLY. 

1. CLOSE TRUSS BRIDGE TO ALL PUBLIC TRAFFIC PER TRAFflC CONTROL PLAN. 
2. INSTALL DEBRIS CONTAINMENT MEASURES PER BLACK ROCK NW'S WORK PLAN. 
3. WITH ONE RlllET BEING REMOVED AT A TIME, REPLACE SPECIFIED RIVETS W1TH COUNTERSUNK HIGH STRENGTH BOLTS UNTIL ALL 

COUNTERSUNK HIGH STRENGTH BOLTS ARE INSTALLED. 
4. REMOVE REMAINING RIVETS, INSTALL PLATE AND HIGH STRENGTH BOLTS - ALL BOLTS MUST BE INSTALLED & TENSIONED PRIOR 

TO REOPENING TO TRAFFIC. IF PLATE INSTALLATION CANNOT BE COMPLETED IN THE SAME SHln /IS RIVET REMOVAL. TEMPORARY 
BOLTS WILL BE REQUIRED. SEE GENERAL NOTE 7 ON S2. 

5. DRILL ADDITIONAL NEW HOLES IN GUSSET PLATE AND INSTALL HIGH STRENGTH BOLTS WHERE THEY ARE SHOWN IN THE PLAN. 6. REPEAT STEPS 3 THROUGH 5 UNTIL ALL SPECIFIED GUSSET PLATES ARE INSTALLED. 

• THE SPECIFIED INSTALLATION SEQUENCE SHALL ALSO BE APPLIED TO ANGLE INSTALLATION AT PANEL POINTS LO AND L 14. 

400 - 112th Ave. NE, Suite 120 
Bellevue, WA 98004 

Phone: 425.453.6488 

Fox: 425.453.5848 

ATKINSON f.5/r 
JAN U.9 lOILf RELEASED FOR CONSTRUCT/ON 

GUSSET PLATE REPAIR 

SR 167 PUYALLUP RIVE R BRIDGE 

STEEL TRUSS REPAIR 

JOB NO. 

13034J 

SHEET NO. 

SS 
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